COVID-19 EMERGENCY FACE SHIELD

FOR USE ONLY WHEN PPE IS UNAVAILABLE FROM
HEALTHCARE SYSTEMS.

This laser cut, polypropylene based design can be manufactured quickly and assembled
easily, whilst offering extensive coverage and an enclosed cap. It does not require additional
fasteners such as cable-ties, rivets or staples. It is adjustable, light-weight and comfortable.

It is imperative that measures are taken to prevent cross-contamination. Face masks and
clean gloves must be worn during manufacture and assembly, and hygienic practices
should be employed throughout.

ASSEMBLY INSTRUCTIONS
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LASER CUT 0.8-1.0MM THICK POLYPROPYLENE FOLD THE ‘CAP’ BACK, SO THE SCORE LINE IS
USING THE FILES PROVIDED. ON THE OUTSIDE SURFACE OF THE FACE
SHIELD.
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LOCATE THE TWO TAB AND SLOT JOINTS. PUSH THE TAB INTO THE SLOT UNTIL THE
JOINT ‘CLICKS’ TOGETHER.

LOCATE THE TWO LARGE TABS AT THE REAR OF ENSURE THAT THE VISOR CLIP IS
THE CAP. PUSH THE TAB OUTWARDS. (RE)POSITIONED ON THE OUTSIDE OF THE TAB.
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CHECK THE FACE SHIELD FOR SYMMETRY AND FEED THE HEAD-STRAP THROUGH THE FRONT
IMPERFECTIONS. SLOT, FROM THE INSIDE.
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BEND THE HEAD-STRAP AND FEED IT BACK BEND THE HEAD STRAP ONE FINAL TIME, AND
THROUGH THE NEIGHBORING, PARALLEL SLOT. PUSH THE END OF THE STRAP THROUGH THE
SMALLEST SLOT.

HOLDING THE SHORT END OF THE HEAD MAKE SURE THAT THE SHOULDERS OF THE
STRAP, PULL THE TAIL UNTIL THE BAND SNAPS HEAD STRAP, ARE PUSHED UP TO THE SLOT.
FLAT.

THE FACE SHIELD SHOULD LOOK LIKE THIS REPEAT THE PROCESS WITH THE LONG SIDE OF
FROM THE OUTSIDE. THE HEAD STRAP.
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BEND THE CLIP SLIGHTLY SO THE TAB EXTENDS BEND THE TAB SLIGHTLY AND PUSH IT BACK
FORWARDS, AND SLIDE IT THROUGH A SLOT IN THROUGH ANOTHER SLOT TO SECURE THE
JOINT.

THE HEADBAND.

PUSH EXCESS HEAD STRAP THROUGH THE PREPARE THE A3 SIZED, TRANSPARENT SCREEN
SMALL SLOT IN THE FACE SHIELD. MATERIAL, HOLE PUNCHING BOTH SIDES USING
THE 888 SETTING ON A PAPER PUNCH.

PUSH THE FOUR POLYPROPYLENE VISOR CLIPS CHECK THE FACE SHIELD TO ENSURE ALL
THROUGH THE TRANSPARENT SCREEN, TO JOINTS ARE SECURE.
SECURE IT IN PLACE.



